
BDP001/002 ECO20 19 19 19 16 70/120 - - - - - - 6/6,3 

BDP001/002 ECO25 24 24 24 16 70/120 - - - - - - 6/6,3 

BDP001/002 ECO30 29 29 29 16 70/120 - - - - - - 6/6,3 

BDP001/002 ECO40 39 39 39 16 70/120 - - - - - - 6/6,3 

BDP001/002 ECO50 43 43 43 16 70/120 - - - - - - 6,3/6,6 

BDP001/002 ECO60 52 52 52 16 70/120 - - - - - - 6,3/6,6 

BDP001/002 ECO70 64 59 59 16 70/120 - - - - - - 6,3/6,6 

              
BDP100/101/102/103/104 - - - - - - GRN12 12 12 12 21 65/100 6,1/6,4/6,4/7,2/6,4 

BDP100/101/102/103/104 - - - - - - GRN15 14 13 13 21 65/100 6,1/6,4/6,4/7,2/6,4 

BDP100/101/102/103/104 - - - - - - GRN20 18 17 17 21 65/100 6,4/6,7/6,7/7,5/6,7 

BDP100/101/102/103/104 - - - - - - GRN25 22 21 21 21 65/100 6,4/6,7/6,7/7,5/6,7 

BDP100/101/102/103/104 - - - - - - GRN30 26 24 24 21 65/100 6,4/6,7/6,7/7,5/6,7 

BDP100/101/102/103/104 - - - - - - GRN35 29 28 28 21 65/100 6,4/6,7/6,7/7,5/6,7 

BDP100/101/102/103/104 - - - - - - GRN40 35 33 33 9 80/150  6,7/ 7/ 7/ 7,8/ 7 

BDP100/101/102/103/104 - - - - - - GRN50 43 41 41 9 80/150 7/7,3/7,3/8,1/ 7,3 

BDP100/101/102/103/104 - - - - - - GRN60 48 44 44 9 80/150 7,3/7,6/7,6/8,4/7,6 

BDP100/101/102/103/104 - - - - - - GRN70 56 52 52 9 80/150 7,3/7,6/7,6/8,4/7,6 

BDP100/101/102/103/104 ECO40 39 35 35 9 80/150 - - - - - - 6,3/6,6/6,6/7,4/6,6 

BDP100/101/102/103/104 ECO50 49 46 46 9 80/150 - - - - - - 6,3/6,6/6,6/7,4/6,6 

BDP100/101/102/103/104 ECO60 54 50 50 9 80/150 - - - - - - 6,7/ 7/ 7/ 7,8/ 7 

BDP100/101/102/103/104 ECO70 67 61 61 9 80/150 - - - - - - 6,7/ 7/ 7/ 7,8/ 7 

BDP100/101/102/103/104 ECO80 69 66 66 9 80/150 - - - - - - 7/7,3/7,3/8,1/ 7,3 

BDP100/101/102/103/104 ECO90 80 75 75 9 80/150 - - - - - - 7/7,3/7,3/8,1/ 7,3 

BDP100/101/102/103/104 ECO100 92 86 86 9 80/150 - - - - - - 7/7,3/7,3/8,1/ 7,3 

BDP100/101/102/103/104 ECO110 98 95 95 6 118/140 - - - - - - 7,3/7,6/7,6/8,4/7,6 

BDP100/101/102/103/104 ECO120 110 101 101 6 118/140 - - - - - - 7,3/7,6/7,6/8,4/7,6 
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DYNADIMMER LUMISTEP

Designed for collaboration with the system LFC 7300/00 Stersense Wireless SC Kit - 913700344403. See installation 
instructions for system.
Operating frequency 868,3 MHz; emission of power short range devices below 25mW.

WARNING!!! The 2 barcodes, stuck on the spigot,  must not be removed, lost, damaged or even 
thrown away before the network is fully addressed (meaning: all the barcodes must be scanned).

RF  LLC7300/00 - STARSENSE WIRELESS 1-10V/DALI

DDF1

40% saving
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32% saving

DDF3

50% saving

!

000987349400

000987349400

Datasheet
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